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COVER MARKINGS TQ BE
® LlGHTlNG\ INSCRIBED FOR INTENDED
USE. (PER CAL TRANS
STANDARD SPECIFICATIONS)

GURB GRADE OR FLUSH
/ N WALK
" PRECAST REINFORCED
CONCRETE BOX

TREADED GROUNDED HUSHING

W/COPPER LUG (FOR GRC
ONLY)

SEAL ARQUND CONDUIT, BOX AND
EXTENSICN JUNCTION W/MORTAR

PRECAST REINFORCED EXTENSION

BONDING JUMPER SHALL BE #8 BARE
SOLID COPPER FOR PVC—GREEN #8
AWG THROUGHQUT THE SYSTEM.

o 'Od’Cb
CRUSHED

ROCK SUMP 05
2 . <%, (PN

6" #15 ROCFING PAPER BETWEEN GROUT
\ AND CRUSHED ROCK

5/8" X 8' COPPER CLAD GRQUND ROD WITH GROUNDING
CLAMP " AT PULL BOX W/SERVICE FILE®

GENERAL NOTES:

1. PULL BOXES SHALL BE FER CAL TRANS STANDARD SPECIFICATIONS

2. PULL BOXES SHALL BE GROUTED PRIOR TO INSTALLATION OF CONDUCTORS,
SLOPED TOWARD THE DRAIN HOLE. PLACE A LAYER QF ROOFING PAPER
BETWEEN THE CRUSHED ROCK AND THE GROUT.

3. PULL LIPS BEFORE POURING CONCRETE AROUND PULL BOXES.
WRAP PULL BOX WITH RQOFING PAPER BEFORE BACKFILLING.

FUSE AT POINT QF SERVICE SHALL BE 60A IF #6 CONDUCTOR AND 40A IF
#& CONDUCTCR AND SHALL HAVE A TRON TYPE FUSE HOLDER. (SINGLE PQOLE)

6. INSTALL A ONE—FOOT RING OF CONCRETE, FOUR INCHES DEEP, ARCUND
THE WRAFPED PULL BOXES INSTALLED IN DIRT AREAS. SLOPED TQ
DRAIN AWAY FROM THE PULL BOX.
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